
PVC Insulating Tape 328
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For all Seasons - one PVC Insulating Tape

Low Voltage

We connect your energy
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-18°C to 105°C
usable

Easy to use

High
flexibility

Self-
extinguishing

VDE tested
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No. 328

PVC Insulating Tape 328

Primary electrical insulation to protect low voltage ca-
ble splices with just a few simple steps - this is easy to 
achieve with the 328 PVC tape from BBC Cellpack. The 
new 328 series PVC insulating tapes from BBC Cellpack 
are impressive not only because of their strong hold, 
but also because of the newly developed Soft-PVC 
material. Soft-PVC material is extremely flexible and 
elastic and can be processed very well even at low 
temperatures. Soft-PVC material enables a significant-
ly stronger adhesive force and a higher elongation at 
break.

Application/Suitabillity
• Fastening and protection during cable pull-in

• Bundling and reinforcing

• Sealing 

• Marking of insulations with high mechanical load

 requirements

• As insulation in the electrical and telecommunication

 field

Material

• Soft-PVC

Test standards

• Approval according to VDE

  IEC 60454-3-1-11/F-PVCP/105 

• PVC tape 328 was stored at -26 °C in the deep freezer

 to test the properties of the tapes at low temperatures

 as per the IEC standard 60454-3-1-11/F-PVCP/105

Characteristics
• High flexibility, even at minus temperatures

• Excellent resistance to oil, abrasion, corrosion and

 moisture 

• Highly resistant to electrical breakdown and

 mechanical protection

• Good sealing properties 

• Stabilized against UV radiation

• Good workability even at low temperatures

 (-18°C to 105°C)

• Resistant to all weather conditions

• Self-extinguishing
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Product and order information:

Youtube
BBC Cellpack Channel

Web
www.cellpack.com

LinkedIn
BBC Cellpack Electrical Products

BBC Cellpack GmbH 
Carl-Zeiss-Straße 20 | 79761 Waldshut-Tiengen | Germany

 +49 7741 6007-0 |  +49 7741 64989 |  electrical.products@cellpack.com

Type Colours Length
m

Width
mm

Thickness
mm

Art.-No.

No. 328

Black 20 12 0,18 416717

Black 20 15 0,18 416721

Black 20 19 0,18 416722

Black 20 19 0,18 416770

Blue 20 19 0,18 416771

Light blue 20 19 0,18 416772

Yellow 20 19 0,18 416773

Red 20 19 0,18 416774

White 20 19 0,18 416775

Green 20 19 0,18 416776

Violet 20 19 0,18 416777

Grey 20 19 0,18 416778

Brown 20 19 0,18 416779

Green-Yellow 20 19 0,18 416780
Mix (Black, Blue, Yellow, Red, White, 

Green, Violet, Grey, Brown, Green-Yellow) 20 19 0,18 416781

Black 20 25 0,18 416782

Black 20 30 0,18 416783

Black 20 38 0,18 416784

Grey 20 38 0,18 416785

Black 20 50 0,18 416786

Red 20 50 0,18 416787

White 20 50 0,18 416788

Grey 20 50 0,18 416789

Insulation tape

Technical Data Value Test standard

Thickness 0,18 mm IEC 60454-2

Tensile strength at break 35 N/cm IEC 60454-2

Elongation at break 300 % IEC 60454-2

Unwinding force 3,5 N/cm IEC 60454-2

Adhesion to steel 2,0 N/cm IEC 60454-2

Adhesion to surfaces 2,4 N/cm IEC 60454-2

Flammability Self-extinguishing IEC 60454-2

Dielectric strength 45 kV/mm IEC 60454-2

Elastic modulus to 35% 3.5 MPa IEC 60454-2

Temperature index -18°C to + 105°C IEC 60454-2


